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SELF-ADHERED FLASHING

HEAD FLASHING TIE-IN INSTRUCTIONS:

1. Cut, fold up & temporarily secure weather resistive

barrier above header to allow for flashing

installation

2. Self-adhered flashing plus head flashing under

weather resistive barrier

3. Fold weather resistive barrier back over head

flashing and seal with tape
SCS 06_04 SELF-ADHERED FIN FLASHING

(AFTER WEATHER RESISTIVE BARRIER)

S
e

a
l
e

d
 
C

l
a

d
d

i
n

g
 
S

y
s
t
e

m

N
o

t
e

:

D
e

t
a

i
l
s
 
t
o

 
b

e
 
u

s
e

d
 
i
n

 
c
o

n
j
u

n
c
t
i
o

n
 
w

i
t
h
 
a
l
l

a
p

p
l
i
c
a

b
l
e

 
p

r
o

v
i
s
i
o

n
s
 
c
o

n
t
a

i
n

e
d

 
i
n

 
t
h

e

S
e

a
l
e

d
 
C

l
a

d
d

i
n

g
 
S

y
s
t
e

m
 
D

e
s
i
g

n
 
M

a
n
u
a
l
.

S
C

S
 
0

6
_

0
4

0
7

/
0

1
/
2

0
2

0


	Sheets and Views
	06_04 Frame Window Flashing Installation-Layout1


